VAPENSMIA

DISCOVER PRECISION

VSM 019 FOR M72

NSN

1240-25-162-5241
1240-25-160-1852

Operating temperature

-40 / +71 degree C.

Height 87 mm (3,43 in)
Width 41 mm (1,61 in)
Length 79 mm (3,11in)
Weight 350g (0,77 1b)

Power source

Daylight and Tritium

Window opening

20mm (0,79in) x
20mm (0,79 in)

Magnification

1Xx

Compatible with night vi-

Reticule illumination:

sion goggles green color,

White in daylight use
Reticule range 450 m (ASM)

350 m (EC)
Reticule FOV with eye dis- | > 60mils

tance to sight: @ 200mm

Material:

6082-T6 anodized alu-
minium alloy and stain-
less steel.

Vapensmia VSM 019 reflexsight for M72 Shoulder Fired System is
designed for use as the main sight for M72. The sight have a
special picatinny interface that fits the specific type M72 (EC and
ASM). The reticule is reflected on to the beam splitter and display-
ed as a holographic image against the target. The sight uses day-
light and a tritium cell to illuminate the reticle. The reticle ballistics
compensate for warm and cold weapon. No adjustments required.
Window size is 20x20 mm.

ADJUSTING ILLUMINATION BRIGHTNESS
NI DAY USE
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