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NATO Cage No. 1431 AQAP 2110 Ed. D 

Våpensmia VSM 019 LED reflexsight for M72 Shoulder Fired Sys-

tem is designed for use as the main sight for M72. The sight have a 

special picatinny interface that fits the specific type M72 (EC and 

ASM). The reticule is reflected on to the beam splitter and display-

ed as a holographic image against the target. The sight uses day-

light and LED to illuminate the reticle. The reticle ballistics compen-

sate for warm and cold weapon. No adjustments required. Window 

size is 20x20 mm. 

VSM 019 LED FOR M72 

Operating temperature -40 / +71 degree C. 
Height 87 mm         (3,43 in) 

Width 41 mm         (1,61 in) 
Length 115 mm         (4,52 in) 
Weight 440g            (0,97 lb) 

Illumination Daylight and LED 

Power source Renata  CR 2477 N 

Window opening 20mm (0,79 in)   x 
20mm  (0,79 in) 

Magnification 1 x 

Compatible with night vi-
sion goggles 

Reticule illumination   

red colour, 625-630 

nm. White in daylight 

use. 

Reticule range 450 m  (ASM)   

350 m  (EC)       

Reticule FOV with eye dis-
tance to sight: @ 200mm  

> 60mils 

 

Material: 6082-T6 anodized al-
uminium alloy and 
stainless steel. 


